
         

 

  

Camclosure® 110 and 150 Series Selection Guide 
INDOOR/OUTDOOR (NTSC/PAL) 

Smoked Bubble Clear Bubble 
Camera Lens/Iris NTSC PAL NTSC PAL 

IS110
 
SURFACE MOUNT DOME
 

High
Resolution 
LowLight™ 

DSS, Color 
3.0~9.0 mm with Auto Iris ICS110-CDV39A ICS110-CEV39A ICS111-CDV39A ICS111-CEV39A 

Day/Night 3.0~9.5 mm with Auto Iris IS110-DWV9 IS111-DWV9 
WDR 9.0~22.0 mm with Auto Iris IS110-DWV22 IS111-DWV22 

Day/Night 
3.0~9.5 mm with Auto Iris IS110-DNV9 IS110-DNV9X IS111-DNV9 IS111-DNV9X 

9.0~22.0 mm with Auto Iris IS110-DNV22 IS110-DNV22X IS111-DNV22 IS111-DNV22X 

WDR 
3.0~9.5 mm with Auto Iris IS110-CWV9 IS111-CWV9 

9.0~22.0 mm with Auto Iris IS110-CWV22 IS111-CWV22 

High 
Resolution, 

Color 

3.0~9.5 mm with Auto Iris IS110-CHV9 IS110-CHV9X IS111-CHV9 IS111-CHV9X 

9.0~22.0 mm with Auto Iris IS110-CHV22 IS110-CHV22X IS111-CHV22 IS111-CHV22X 

Smoked Bubble Clear Bubble 
Camera Lens/Iris NTSC PAL NTSC PAL 

IS150
 
IN-CEILING MOUNT DOME
 

High
Resolution 
LowLight

DSS, Color 
3.0~9.0 mm with Auto Iris ICS150-CDV39A ICS150-CEV39A ICS151-CDV39A ICS151-CEV39A 

Day/Night 3.0~9.5 mm with Auto Iris IS150-DWV9 IS151-DWV9 
WDR 9.0~22.0 mm with Auto Iris IS150-DWV22 IS151-DWV22 

Day/Night 
3.0~9.5 mm with Auto Iris IS150-DNV9 IS150-DNV9X IS151-DNV9 IS151-DNV9X 

9.0~22.0 mm with Auto Iris IS150-DNV22 IS150-DNV22X IS151-DNV22 IS151-DNV22X 

WDR 
3.0~9.5 mm with Auto Iris IS150-CWV9 IS151-CWV9 

9.0~22.0 mm with Auto Iris IS150-CWV22 IS151-CWV22 

High 
Resolution, 

Color 

3.0~9.5 mm with Auto Iris IS150-CHV9 IS150-CHV9X IS151-CHV9 IS151-CHV9X 

9.0~22.0 mm with Auto Iris IS150-CHV22 IS150-CHV22X IS151-CHV22 IS151-CHV22X 
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